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Aplications:
Flex cable designed for installation on telecommunication or 
electrical line poles, city light poles, between buildings or other 
constructions, installation in cable ducts, cable runs, pipes, tunnels.   

Features:
 thin (8mm) and light-weight
  high performance
 easy cable termination and installation
 UV resistant

Outer Jacket: Polyethylene - PE
Single Mode fiber ITU-T G.652D
Tube gel-filled BASF 

FIBER COUNT
REINFORCING

ELEMENTS
TEMP.RANGE
OPERATING

1Tx12F FRP (1,8) 1000

1000

1000

1000

-40°C to +70°C

2Tx6F

2Tx12F

3Tx12F

1000

Fibertechnic 
Cable Z-XOTKtsdDb ITU-T G.652D 1,5kN 

MDPE outer jacket

Optical fibers

Central FRP rod

Rip-cord

Water blocking yarn

Fiber glass yarn

CABLE DIAMETER WEIGHT
TENSILE 

STRENGHT 
INSTALLATION

TENSILE 
STRENGHT 
OPERATION

[mm] [kg/km] [mm] [N] [N]
8,0

8,0

8,3

8,3

8,5

49,0

49,0

50,7

52,0

53,0

FRP (1,8)

FRP (1,8)

FRP (1,8)

FRP (1,8)

1500

1500

1500

1500

1500

-40°C to +70°C

-40°C to +70°C

-40°C to +70°C

-40°C to +70°C

TECHNICAL AND ENVIRONMENTAL CABLE CHARACTERISTICS
CRUSH PERFORMANCE 500 [N/10cm]
BENDING PERFORMANCE EN 187101, IEC 60794-1-2-E11, no attenuation increase 10 [cycles (15xD)]

Dummy filler (cordel)

1000

1000

1000

8,5

9,4

11,3

54,2

89,2

118,3

FRP (1,8)

FRP (1,8)

FRP (1,8)

1500

1500

1500

-40°C to +70°C

-40°C to +70°C

-40°C to +70°C
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Colour red green blue white violet orange grey yellow brown pink black aqua


